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TRUSTY SOURCES CORP.

AF-16021 160mm FULL ROUND HEAD FRAMING NAILER

Fastener Type : Full round head, plastic collated stick nails ‘

Fastener Range: »
Length— -100 - 160mm (4" - 6-1,/4")

Shank Dia.—3.80 - 5.00mm (.150" - 197")

Head Slze 8 O 9 Qmm 315" 362")

Tool Size (L x W x H} 620 x 158 x 518mm

Tool Weight: 7.3 kg (16.1 Ibs)

Magazine Angle: 20°

Magazine Capacity: 55 - 60 nails

Operating Pressure: 6.2 - 8.3 bar (90 - 120 psi)

Features: Full sequential actuation, easy depth adjustment, dry-fire lockout,

auxiliary handle
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100.0~160.0mm

AF-13021 130mm FULL ROUND HEAD FRAMING NAILER

Fastener Type : Full round head, plastic collated stick nails ‘

Ll

Fastener Range:

Length—- -83-130mm (3-1/4" - 5-1/8")

Shank Dia.— 3.05-4.10mm (.120" - .161")

Head Size — 7.0 - 8.5mm ({_276" - .335")

Tool Size (L x W x H): 571 x 154 x 457mm

Tool Weight: 6.4 kg (14.1 Ibs)

Magazine Angle: 20°

Magazine Capacity: 63 - 65 nails

Operating Pressure: 5.5 - 8.3 bar (80 - 120 psi)

Features: Full sequential actuation, easy depth adjustment, dry-fire lockout,
auxiliary handle
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83.0~130.0mm
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AF-0021N 700mm FULL ROUND HEAD FRAMING NAILER

Fastener Type : Full round head, plastic collated stick nails ‘

|

Fastener Range: ¥ -

Length—- - 60 - 100mm (2-3/8" - 4")

Shank Dia. - 2.87 - 4.10mm (.113" - 161")

Head Size — 6.8 - 8.2mm (.268" - 323")

Tool Size (L x W x H): 562 x 171 x 371mm

Tool Weight: 3.7 kg (8.1 Ibs)

Magazine Angle: 20°

Magazine Capacity: 66 nails

Operating Pressure: 4.8 - 8.3 bar (70 - 120 psi)

Features: Contact/Single sequential switchable trigger ,
single sequential actuation available, anti-double fire mechanism,
tool-free depth adjustment, aggressive toenail safety lever,
no-mar rubber pad, dry-fire lockout, single-bolt easy cap design

60.0~100.0mm
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AF-9021N 90mm FULL ROUND HEAD FRAMING NAILER

Fastener Type : Full round head, plastic collated stick nails ‘

Fastener Range:

Length— -50-90mm (2" - 2-1/2")

Shank Dia.—2.87 - 4.10mm (113" - 161")

Head Size — 6.8 - 8.2mm (268" - 323")

Tool Size (L x W x H): 502 x 166 x 373mm

Tool Weight: 2.5 kg (7.7 Ibs)

Magazine Angle: 20°

Magazine Capacity: 66 nails

Operating Pressure: 4.8 - 8.3 bar (70 - 120 psi)

Features: Contact/Single sequential switchable trigger ,
single sequential actuation available, anti-double fire mechanism,
tool-free depth adjustment, aggressive toenail safety lever,
no-mar rubber pad, dry-fire lockout, single-bolt easy cap design
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50.0—~90.0mm
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0034N 100mm CLIPPED HEAD FRAMING NAILER

Fastener Type : Clipped head, paper collated stick nails

quj

Fastener Range:

Length 50 - 100mm (2" - 4")

Shank Dia.—2.87 - 2.80mm (.113" - .150")

Head Size —6.8 - 8.0mm (.268" - .315")

Tool Size (Lx W x H): 494 x 162 x 371mm

Tool Weight: 3.4 kg (7.5 lbs)

Magazine Angle: 31°

Magazine Capacity: 90 nails

Operating Pressure: 4.8 - 8.3 bar (70 - 120 psi)

Features: Contact/Single sequential switchable trigger,
single sequential actuation available, anti-double fire mechanism,
tool-free depth adjustment, aggressive toenail safety lever,
no-mar rubber pad, dry-fire lockout, single-bolt easy cap design
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TCN-3145R 45mm COIL ROOFING NAILER —
Fastener Type : Wire welded coil roofing nails o /’

Fastener Range: —
T Length 19 - 45mm (3/4" - 1-3/4") g .
Shank Dia.—3.05mm (.120")

Head Size — 10.5mm (.413")

Tool Size (LxW x H): 278 x 115 x 284mm

Tool Weight: 2.5 kg (5.5 Ibs)

Canister Capacity: 120 nails

Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi)

Features: Single sequential actuation available, tool-free depth adjustment

. 19.0~45.0mm

TCN-9130P 130mm COIL NAILER (PALLET) TEGN-670GS 70mm COIL NAILER (CONSTRUCTION)

Fastener Type : Wire welded coil nails Fastener Type : Wire welded coil nails / plastic sheet collated coil nails
Fastener Range: - . Fastener Range: = .
Length- 65 - 130mm (2-1/2" - 5-1/8") ~ Length 38-70mm (1-1/2" - 2-3/4") wire ~
Shank Dia. 2.50 - 3.80mm (.098" - 150" £ 32 - 70mm (1-1/4" - 2-3/4") plastic sheet
Head Size — 6.5 - 8.6mm (.256" - 339") Shank Dia—2.30 - 3.05mm (.091" - .120") E

- 6 Head Size 5.6-7.0mm (.220"-_.276") E
Tool Size (L x W x H): 2346 x 156 x 465mm D_ S
Tool Weight: 6.1 kg (13.4 Ibs) ‘9‘ Tool Size (Lx W x H): 286 x 133 x 325mm o
Canister Capacity: 120 - 300 nails — Tool Weight: 2.9 kg (6.4 Ibs) M~
Operating Pressure: 5.5 - 8.3 bar (80 - 120 psi) D? Canister Capacity: 225 - 300 nails (wire) é
Features: Full sequential actuation, easy depth adjustment, auxiliary handle ws 200 nails (plastic sheet) r\i

o Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi) m
4 Features: Single sequential actuation available, ’ - -
tool-free depth adjustment, no-mar rubber pad

TGN-670PS8 70mm COIL NAILER (PALLET)

Fastener Type : Wire welded coil nails

TCN-8100P 100mm COIL NAILER (PALLET)

Fastener Type : Wire welded coil nails

Fastener Range: —-_X Fastener Range: —_ .
Length 65 - 100mm (2-1/2" - 4") ~ . Length -38 - 70mm (1-1/2" - 2-3/4") ~
Shank Dia.—2.30 - 2.05mm (.091" - .120")

Shank Dia.—2.50 - 2.80mm (.098" - .150")

Head Size — 6.5 -7.5mm (.256" - .295")

Tool Size (L x W x H): 346 x 156 x 408mm

Tool Weight: 5.8 kg (12.8 Ibs)

Canister Capacity: 150 - 300 nails

Operating Pressure: 5.5 - 8.3 bar (80 - 120 psi)

Features: Single sequential actuation available, easy depth adjustment,
auxiliary handle

Head Size — 5.6 - 7.0mm (220" - 276")

Tool Size (Lx W x H): 286 x 133 x 325mm

Tool Weight: 2.9 kg (6.4 Ibs)

Canister Capacity: 225 - 200 nails

Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi)

Features: Single sequential actuation available, tool-free depth adjustment

. 38.0~70.0mm

i 65.0~100.0mm

TGN-790P 90mm COIL NAILER (PALLET) _ '

Fastener Type : Wire welded coil nails

TCN-565C88 &65mm COIL NAILER (CONSTRUCTION)

Fastener Type : Wire welded coil nails / plastic sheet collated coil nails

Fastener Range: Y .
Length 50 -90mm (2" - 3-1/2") -
Shank Dia.—2.50 - 3.30mm (.098" - .130")

Head Size — 6.0 - 7.5mm (.236" - .295")

Tool Size (LxW x H): 312 x 130 x 379mm

Tool Weight: 2.7 kg (8.1 Ibs)

Canister Capacity: 150 - 200 nails

Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi)

Features: Single sequential actuation available, easy depth adjustment

Fastener Range: T+ @ D

Length 38-65mm (1-1/2" - 2-1/2") wire |
32 -65mm (1-1/4" - 2-1/2") plastic sheet

Shank Dia.—2.10-2.87mm (.083"- .113")

Head Size — 4.8 - 6.0mm (189" - .236")

Tool Size (LxW x H): 278 x 131 x 322mm
Tool Weight: 2.5 kg (5.5 Ibs)
Canister Capacity: 250 - 400 nails (wire)
200 nails (plastic sheet)
Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi)
Features: Single sequential actuation available,
toolfree depth adjustment, 2-size no-mar rubber pad

50.0~90.0mm

32.0~65.0mm
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-565PS 65mm COIL NAILER (PALLET)

Fastener Type : Wire welded coil nails

S
w e Fastener Range:
! i
}-‘ Length 38 - 65mm (1-1/2" - 2-1/2")
8Shank Dia. 2.10-2.87mm (.083" - .113")

Head Size —4.8 - 6.0mm (189" - 236")

Tool Size (Lx W x H): 278 x 131 x 322mm

Tool Weight: 2.5 kg (5.5 Ibs)

Canister Capacity: 250 - 400 nails

Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi)

Features: Single sequential actuation available, tool-free depth adjustment

TCN-5578 57mm COIL NAILER

Fastener Type : Wire welded coil nails / plastic sheet collated coil nails

Fastener Range:

Length 25-57mm (1" -2-1/4")

Shank Dia.—2.10 - 2.50mm (.083" - .098")
Head Size — 4.8 - 6.0mm (.189" - .236")

Tool Size (Lx W x H): 278 x 130 x 282mm

Tool Weight: 2.4 kg (5.2 Ibs)

Canister Capacity: 300 - 350 nails

Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi)
Features: Single sequential actuation available,
tool-free depth adjustment

TCN-508 50mm CONICAL COIL NAILER

Fastener Type : Wire welded conical coil nails / plastic sheet collated coil nails

. Fastener Range:

" Length 25 -50mm (1" -2")

Shank Dia.—1.59 - 2.50mm (.063" - .099")
Head Size — 4.6 - 5.0mm (181" - .197")

Tool Size (Lx W x H) 260 x 113 x 290mm
Canister Capacity: 400 nails
Operating Pressure: 4.8 - 8.3 bar (70 - 120 psi)
Tool Weight: 1.9 kg (4.18 |bs)
Features: Single sequential fire trigger available,
tool-free depth adjustment,
no-mar rubber pad, belt hook
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TCN-S50RDW 50mm DRYWALL / SCREW COIL NAILER

Fastener Type : Plastic sheet collated coil nails/screws 'S 'B
N
Fastener Range: ¥,
Length 25 - 50mm (1" - 27) =
Shank Dia. 2.00-4.10mm (.118" - .161") )
Head Size — 8.6mm (.338") E -
-
Tool Size (Lx W x H): 264 x 128 x 324mm (=) ::
Tool Weight: 2.58 kg (5.68 Ibs) o -
Canister Capacity: 150-250 nails/screws Nl -
Operating Pressure: 4.8 - 8.3 bar (70 - 120 psi) CE> :f
Features: Tooldree depth adjustment, A ::
special safety jaw holder, no-mar rubber pad ~ -:j
%
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TGN-50R 50mm DRYWALL / SCREW COIL NAILER

Fastener Type : Wire welded coil nails / plastic sheet collated coil nails/screws = ‘b
Fastener Range: k'l‘.
Length 25 -50mm (1" - 2") ::
Shank I_Z)ia. 3.00-410mm (.1"18" -.161") E :‘
Head Size — Max 8.0mm (.315") o
Tool Size (Lx W x H): 264 x 128 x 324mm g E;
Tool Weight: 2.58 kg (5.68 |bs) o :;
Canister Capacity: 150 - 250 nails/screws L? :"
Operating Pressure: 4.8 - 8.2 bar (70 - 120 psi) o =1
Features: Tool-free depth adjustment, special safety jaw holder, Lﬂ. '_:‘
no-mar rubber pad T B EN =
. AN

50mm DRYWALL / SCREW COIL NAILER

Fastener Type : 15° Plastic sheet collated coil nails/screws

Fastener Range:
= Length 25-50mm (1" -2")
Shank Dia.—2.2 - 3.5mm (.086" - .138")
Head Size  Max 8.2mm (.323")
Canister Capacity 200 nails/screws
Operating Pressure 4.8 - 8.3 bar (70 - 120 psi)

Tool Weight: 2.58 kg (5.68 Ibs)

Features: Single sequential fire trigger available,
tool-free depth adjustment, special safety jaw holder,
belt hook

25.0~50.0mm




NCRETE NAILE

TCN-508T 50mm CONCRETE COIL NAILER

Fastener Type : Wire welded coil nails / plastic sheet collated concrete nails .

Fastener Range:
L= Length 25 - 50mm (1" - 2")
Shank Dia.—2.10 - 2.87mm (.083" - 113")
Head Size Max 6.2mm (.244")
Tool Size (Lx W x H): 264 x 128 x 324mm
Tool Weight: 2.7 kg (5.94 Ibs)
Canister Capacity: 150 - 200 concrete nails
Operating Pressure: 4.8 - 8.3 bar (70 - 120 psi)
Features: Tool-free depth adjustment,
special safety jaw holder, no-mar rubber pad

25.0~50.0mm

le

TCSN-2.5/15 75mm 14 GAUGE CONCRETE T NAILER

Fastener Type : 14 gauge, steel / iron T nails T )

Fastener Range:

Length 19 - 75mm (3/4"-3")

Shank Dia. 2.2 -2.5mm (.086" - .098")

Head Size — 6.5 - 7.0mm (.256" - .276")

Tool Size (Lx W x H): 345 x 110 x 320mm

Tool Weight: 2.98 kg (6.56 Ibs)

Magazine Capacity: 80 nails

Operating Pressure: 5.5 - 8.3 bar (80 - 120 psi)

Features: Tool-free depth adjustment, single sequential actuation
available, dry-fire lockout, no-mar rubber pad, belt hook

19.0~75.0mm

TCSN-1.8/50 50mm 15 GAUGE CONCRETE SMALL HEAD T NAILER

Fastener Type : 15 gauge, small head T nails =® g‘
Fastener Range:
= m en - 50mm -
TGSN-3.0/40 40mm CONCRETE PIN NAILER Length—— 15 - 50mm (5/8" - 2")
= Shank Dia. 1.83mm (.072")
Fastener Type : Plastic collated concrete pins + ~,. Head Size — 3.0mm (.118") =
Fastener Range: Tool Size (Lx W x H): 271 x 73 x 254mm g
Length -15 - 40mm (5/8" - 1-5/8") E Tool Weight: 1.5 kg (3.3 Ibs) D‘
Shank I_Z)ia_ -2.6-3.0mm (102" - .118") E Magazine Capacity: 50 nails "?
Head Sizé — 6.6-6.7mm:( 260" ~-264") S Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi) o
Tool Size (L x W x H): 455 x 122 x 365mm o Features: Tool-free depth adjustment, no-mar rubber pad, e}
Tool Weight: 3.45 kg (7.6 Ibs) T dry-fire lockout, rear exhaust, slim nose design L7
Magazine Capacity: 43 pins o
Operating Pressure: 5.5 - 8.3 bar (80 - 120 psi) A
Features: Easy depth adjustment, dry-fire lockout 5 ' X
_"r
x-‘ TCSN-1.2/40  40mm 18 GAUGE CONCRETE SMALL HEAD T NAILER
'csu—a.nlms 40mm CONCRETE PIN NAILER o Fastener Type : 18 gauge, small head T nails T
) N 3 Fastener Range: |
Fastener Type : Plastic collated concrete pins g »
vp P Length 15 - 40mm (5/8" - 1-5/8")
Fastener Range: Shank Dia.— 1.2mm (.047")
Length 15 - 40mm (5/8" - 1.-5/8") & tiead Sieic Mmool ) g
shankDia 263 Dmm (102 1.14:) £ Tool Size (L x W x H): 290 x 60 x 260mm S
== Head Size 6.6 -6.7mm (260" - .264") S Tool Weight: 1.5 kg (3.3 Ibs) &
. i ) -1 - =]
Tool Size (L x W x H): 375 x 122 x 365mm 8 Magazine Capacity: 100 nails er
Tool Weight: 3.35 kg (7.4 Ibs) ) Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi) S
Magazine Capacity- 33 pins o Features: Tool-free depth setting bolt, wn
Operating Pressure: 5.5 - 8.3 bar (80 - 120 psi) Ta) no-mar rubber pad, dry-fire lockout, slim nose design -
Features: Short magazine, easy depth adjustment, dry-fire lockout L '
o~ i 4
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Fastener Type : 16 gauge, finish nails / small head T nails r - o W

Fastener Range:
Length 19 - 64mm (3/4" - 2-1/2") finish nails
19 - 50mm (3/4" - 2") T nails
Width x Thickness 160 x 1. 40mm (063" x .055") finish nails
1.5mm (.059") T nails
Head Size — 3.0mm (.118") finish nails
2.8-3.2mm (.110" - 126" T nails
Tool Size (L x W x H): 279 x 68 x 283mm
Tool Weight: 1.5 kg (2.3 Ibs)
Magazine Capacity: 100 nails
Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi)
Features: Tool-free depth adjustment, 2-size no-mar rubber pad, v + . ‘
dry-fire lockout, 360° adjustable exhaust deflector, ultra slim nose ‘ '

Fastener Type : 18 gauge, pins / slight-headed brads / brads 1_0:'27 R D<=~
Fastener Range: — 1 : T g
Length 15 - 55mm (5/8" - 2-3/16") | L
Width x Thickness — 1.25 x 1.00mm (.049" x .039") .
. ‘

Head Size 1.3-1.5mm (.051" - .059") slight-headed brads
19-22mm (075" - .087") brads

19.0~64.0mm
19.0~50.0mm

N
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Tool Size (L x W x H): 262 x 68 x 262mm

Tool Weight: 1.5 kg (2.3 Ibs)

Magazine Capacity: 100 nails

Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi)

Features: Tool-free depth adjustment, 2-size no-mar rubber pad,
dry-fire lockout, 360° adjustable exhaust deflector, ultra slim nose

15.0~55.0mm

le

|\

1.3~1.5mm
-—— 1.9~2.2mm

Fastener Type : 18 gauge, pins / slight-headed brads / brads 1.0mm

Fastener Range:

Length 15-22mm (5/8" - 1-1/4")

Width x Thickness - 1.25 x 1.00mm (.049" x .039")

Head Size 1.3-1.5mm (.051" - .058") slight-headed brads
1.9-2.2mm (.075" - .087") brads

N
>

Tool Size (LxW x H): 246 x 56 x 200mm

Tool Weight: 1.2 kg (2.6 Ibs)

Magazine Capacity: 100 nails

Operating Pressure: 4.1 - 6.9 bar (60 - 100 psi)

Features: Toolfree depth adjustment, no-mar rubber pad,
low-nail indicator window, 360 ° adjustable exhaust deflector

15.0~32.0mm

|‘

Fastener Type : 18 gauge, brads / 5.66, 5.8 & 5.97mm
crown staples (BeA 90, Taiwan 90 & BeA 99)
Fastener Range: 1'2_f2.fmm G.omm
Length 15 - 50mm (5/8" - 2") brads i A >|
28 -40mm (1-1/8" - 1-5/8") staples T 1
Width x Thickness —1.25 x 1.00mm {.049" x .039") 18 gauge brads
134 x 1.05mm (053" x .041") BeA 90 staples = =
1.25 x 1.00mm (049" x .039") Taiwan 90 staples £ =
1.09 x 0.80mm (.043" x .031") BeA 99 staples o o
Crown 566,58 & 5.97mm (1/4") staples 8 g
Tool Size (Lx W x H): 246 x 52 x 245mm CE, DE
Tool Weight: 1.4 kg (3.1 Ibs) [Fal OO
Magazine Capacity: 100 nails / staples L 5
Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi)
Features: Tool-free depth adjustment, no-mar rubber pad, | v v N |
ow-nail indicator window, 360° adjustable exhaust deflector

09| TRUSTY SOURCES CORP.
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ANGLED FINISH NAILER

Fastener Type : 15 gauge, angled finish nails

Fastener Range:
Length 25 -50mm (1" -2")
Width x Thickness—1.90 x 1. 60mm (.O75" x .063")

Magazine Capacity: 86 nails

Fastener Type : 16 gauge, angled finish nails

Fastener Range:
Length 25 -50mm (1" -2")
Width x Thickness—1.60 x 1. 40mm (.063" x .055")

Magazine Capacity: 100 nails

261850AB 50mm 18 GAUGE ANGLED FINISH NAILER

Fastener Type : 18 gauge, angled finish nails

Fastener Range:
Length 25 -50mm (1" -2")
Width x Thickness—1.25 x 1. 00mm (.049" x .039")

Magazine Capacity: 128 nails

Tool Size (L x W x H): 276 x 68 x 261mm
Tool Weight: 1.4 kg (3.1 Ibs)
Magazine Angle: 25°
Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi)
Features:Tool-free depth adjustment, no-mar rubber pad,
dry-fire lockout, low-nail indicator window,
360° adjustable exhaust deflector, ultra slim nose

550 50mm 15 GAUGE ANGLED FINISH NAILER

Fastener Type : 15 gauge, angled finish nails (DA)

Fastener Range:

Length 25 - 50mm (1" - 2")

Shank Dia.— 1.83mm (.072")

Head Size —3.0mm (.118")

Tool Size (Lx W x H): 305 x 72 x 258mm

Tool Weight: 1.5 kg (2.2 |bs)

Magazine Angle: 34°

Magazine Capacity: 100 nails

Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi)

Features: Tool-free depth adjustment, no-mar rubber pad,
dry-fire lockout, rear exhaust, ultra slim nose, belt hook

11| TRUSTY SOURCES CORP.

25.0~50.0mm

25.0~50.0mm

E FINISH NAILER

Fastener Type : 16 gauge, finish nails

Fastener Range:

Length 19 - 64mm (3/4" - 2-1/2")
Width x Thickness - 1.60 x 1.40mm (.063" x .055")

Tool Size (Lx W x H): 279 x 68 x 283mm

Tool Weight: 1.5 kg (3.3 Ibs)

Magazine Capacity: 100 nails

Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi)

Features: Toolfree depth adjustment, 2-size no-mar rubber pad,
dry-fire lockout, 360° adjustable exhaust deflector,
ultra slim nose

E FINISH NAILER

Fastener Type : 16 gauge, finish nails

Fastener Range:
Length 15 - 50mm (5/8" - 2")
Width x Thickness —1.60 x 1.40mm (.063" x .055")

Tool Size (L x W x H): 262 x 68 x 262mm

Tool Weight: 1.4 kg (3.1 Ibs)

Magazine Capacity: 50 nails

Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi)

Features: Toolfree depth adjustment, no-mar rubber pad,
dry-fire lockout, 260° adjustable exhaust deflector,
ultra slim nose

Fastener Type : 18 gauge, brads

Fastener Range:
Length 15 - 50mm (5/8" - 2")
Width x Thickness —1.25 x 1.00mm (.049" x .030")

Tool Size (L x W x H): 245 x 57 x 266mm

Tool Weight: 1.2 kg (2.6 Ibs)

Magazine Capacity: 100 nails

Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi)

Features: Toolfree depth adjustment, no-mar rubber pad,
dry-fire lockout, 360° adjustable exhaust deflector,
ultra slim nose

Fastener Type : 18 gauge, brads

Fastener Range:
Length 15-45mm (5/8" - 1-3/4")
Width x Thickness —1.25 x 1.00mm (.049" x .039")

Tool Size (LxW x H): 227 x 53 x 217mm

Tool Weight: 1.1 kg (2.4 Ibs)

Magazine Capacity: 100 nails

Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi)

Features: Toolfree depth adjustment, no-mar rubber pad,
dry-fire lockout, rear exhaust, ultra slim nose

19.0~64.0mm

15.0~50.0mm

15.0~50.0mm

15.0~45.0mm




1 TIP & PIN NAIL

TMTN-2145 45mm 21 GAUGE MINI TIP NAILER

- TPN-23458 45mm 23 GAUGE PIN NAILER

Fastener Type : 21 gauge, mini tip nails = ; Fastener Type : 23 gauge, pins =
Fastener Range: I . Fastener Range:
Length 15 - 45mm (5/8" - 1-3/4") £ \ Length 15 -45mm (5/8" - 1-3/4")
Shank Dia.  0.84mm (.033") £ SRS -EI.:;'.G Shank Dia.—0.64mm (.025") £
Head Size —1.20 x 0.84mm (047" x .033") o % =
Tool Size (Lx W x H): 227 x 53 x 227¥mm |.ri Tool Size (Lx W x H): 227 x 53 x 227mm o
Tool Weight: 1.1 kg (2.4 Ibs) ? Tool Weight: 1.1 kg (2.4 Ibs) g
Magazine Capacity: 150 nails o Magazine Capacity: 100 pins |
Operating Pressure: 4.1 - 6.9 bar (60 - 100 psi) |.ri Operating Pressure: 4.1 - 6.9 bar (60 - 100 psi) O_
Features: Tool-free depth adjustment, no-mar rubber pad, o Features: Tool-free depth adjustment, no-mar rubber pad, 2
dry-fire lockout, rear exhaust, ultra slim nose dry-fire lockout, rear exhaust, ultra slim nose
. i

N PT635N 35mm 23 GAUGE MINI TIP & PIN NAILER

PT830N _30mm 21 GAUGE MINI TIP & PIN NAILER

Fastener Type : 21 gauge, mini tip nails/pins —- : Fastener Type : 23 gauge, mini tip nails / pins ot ;

Fastener Range: Fastener Range:

Length 12 -20mm (1/2" - 1-3/16") £ g?]ngtpr:[-)_ 21626:435mr(néglé2)" -1-3/8" £

Shank Dia.— 0.84mm (.033") | - an ia. 64Amm (. "

Head Size —1.20 x 0.84mm (047" x .033") g | Head Size —0.90 x 0.64mm (.035" x .025") g
Tool Size (L x W x H): 265 x 46 x 180mm o ’ J Tool Size (Lx W x H): 212 x 46 x 186mm L
Tool Weight: 1.1 kg (2.4 Ibs) n? L Tool Weight: 1.0 kg (2.2 Ibs) "?
Magazine Capacity: 150 nails / pins o Magazine Capacity: 100 nails / pins o
Operating Pressure: 4.8 - 7.6 bar (7O - 110 psi) r\i Operating Pressure: 4 8 - 7.6 bar (70 - 110 psi) N'
Features: Low-nail indicator window, no-mar rubber pad, L Features: Low-nail indicator window, no-mar rubber pad, -

rear exhaust, belt hook rear exhaust, belt hook
o i 4

PT630N 30mm 23 GAUGE MINI TIP & PIN NAILER

PT650 50mm 23 GAUGE MINI TIP & PIN NAILER

Fastener Type : 23 gauge, mini tip nails / pins - : Fastener Type : 23 gauge, mini tip nails / pins —- :
Fastener Range: Fastener Range:
Length 12 -50mm (1/2"-2") £ Length 12 -30mm (1/2" - 1-3/16")
Shank Dia.— 0.64mm (.025") = Shank Dia.—0.64mm (.025") =
Head Size  0.90 x 0.64mm (.035" x .025") o Head Size 0.90 x 0.64mm (.035" x .025") g
Tool Size (L x W x H): 218 x 46 x 226mm o Tool Size (Lx W x H): 212 x 46 x 180mm o
Tool Weight: 1.1 kg (2.4 Ibs) "? Tool Weight: 1.0 kg (2.2 Ibs) "?
Magazine Capacity: 100 nails / pins o Magazine Capacity: 100 nails / pins o
Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi) r\i Operating Pressure: 4.1 - 6.9 bar (60 - 100 psi) N'
Features: Low-nail indicator window, no-mar rubber pad, L Features: Low-nail indicator window, no-mar rubber pad, Gl

rear exhaust, belt hook rear exhaust, belt hook

¥ i 4

PT630LN 30mm 23 GAUGE MINI TIP & PIN NAILER(LONG M.

TMTN-23458 45mm 23 GAUGE MINI TIP NAILER

a |
Fastener Type : 23 gauge, mini tip nails - - Fastener Type : 23 gauge, mini tip nails / pins _ .
A
= Fastener Range: "“% Fastener Range:
Bz Length 15 -45mm (5/8" - 1-3/4") £ o Length 12 - 30mm (1/2" - 1-3/16")
Shank Dia.— 0.64mm (.025") E e Shank Dia.—0.64mm (.025") E
Head Size —0.90 x 0.64mm (.035" x .025") S Head Size —0.90 x 0.64mm (.035" x .025") E
. . o
Tool Size (Lx W x H): 227 x 53 x 227mm (e Tool Size (Lx W x H): 265 x 46 x 180mm Ci
Tool Weight: 1.1 kg (2.4 |bs) T Tool Weight: 1.1 kg (2.4 Ibs) m
Magazine Capacity: 100 nails o Magazine Capacity: 200 nails / pins OE
Operating Pressure: 4.1 - 6.9 bar (60 - 100 psi) |_r~; Operating Pressure: 4.1 - 6.9 bar (60 - 100 psi) ‘_\]
Features: Tool-free depth adjustment, no-mar rubber pad, - Features: Low-nail indicator window, no-mar rubber pad, —
dry-fire lockout, rear exhaust, ultra slim nose rear exhaust, belt hook
4 ¥
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LOORING NAILER
TAPLERS

a1

] T 1aa.)

'._i'

Fastener Type : 15 & 16 gauge, 10.6 & 11 2mm crown staples
(SENCO Q, SENCO N & HAUBOLD KG)

N
)

Fastener Range:

PFS$-50  50mm 15-1/2 GAUGE FLOORING STAPLER

Widih x Thickness 1,60 x 1 70mm (075" x 067" £
FS-908 SHORT HANDLE e S a4 140 ((:063" 2 :055"; E & KG £
Crown 10.6 & 11.2mm (7/16") <
Fastener Type : 15-1/2 gauge, 12.7mm crown staples 12.7mm Tool Size (L x W x H): 353 x 106 x 331 mm o
Fastener Range: —> Tool Weight: 2.9 kg (6.4 Ibs) l
Length 32 -50mm (1-1/4" - 2" I — Magazine Capacity: 130 / 147 staples <
Width x Thickness—1 .87 x 1. 64mm (074" x .065") Hﬁ"‘\ﬂ.\ Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi) m
Crown 12.7mm (1/27) = Features: Angled nosepiece for stable operation,
Tool Size (L x W x H): 464 x 80 x 476 (339) mm = magazine accommaodating multiple specification staples, B ST U
Tool Weight: 4.2 kg (9.2 Ibs) Q single sequential actuation available, easy depth adjustment,
Magazine Capacity: 90 staples uo'a quick release nosepiece for jam clearing
Operating Pressure: 5.5 - 6.9 bar (80 - 100 psi) 1
Features: Ergonomic handle design, quick mallet actuating operation, C’:
extra wide roller base foot kit (optional) m
>V U GE FLOORING STAPLER

Fastener Type : 16 gauge, 12 25mm crown staples (BOSTITCH S4)

Fastener Range: * ’-"—J".,::\
Length 25 -50mm (1" - 2") |
Width x Thickness - 1.60 x 1.40mm (. 063" x .055") E
Crown 12 25mm (1/2") E
(=)
Tool Size (L x W x H): 344 x 87 x 291 mm S
Tool Weight: 2.3 kg (5.1 Ibs) 1
Magazine Capacity: 147 staples =}
. — = Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi) n
PFCP-50 50mm 16 GAUGE 2 IN 1 FLOORING CLEAT & PORTA NAILER Features: Angled nosepiece for stable operation, single sequential
— actuation available, easy depth adjustment, |
SHORT HANDLE quick release nosepiece for jam clearing > v !
Fastener Type : 16 gauge, L shape, flooring cleat nails / v W
T shape, porta type nails . " T (
Fastener Range:
Length 38 -50mm (1-1/2" - 2") cleat E E
30 - 50mm (1-3/16" - 2"} porta : = ] ] S ]
Thickness 1.6mm (.063") g g 1 TFS-16851 50mm 16 GAUGE FLOORING STAPLER
. 5 |
Tool Size (L x W x H): 464 x 80 x 478 (340) mm o o i
Tool Weight: 4.2 kg (9.2 Ibs) L? ! L? i Fastener Type : 16 gauge, 10.6 & 11.2mm crown staples (SENCO M & HAUBOLD KG)
Y -
Magazine Capacity: 110 nails o : o : Fastener Range: '“*-—-\_\.
Operating Pressure: 5.5 - 6.9 bar (80 - 100 psi) o0 o | Le_ngth - 19 - 50mm (3/4" - 27)
Features: Ergonomic handle design, quick mallet actuated operation, | ™ M l Width x Thickness— 1.60 x 1.40mm (.063" x .055") =
extra wide roller base foot kit (optional) H Clown LOE L m 163 £
o
¥ 4 i A l Tool Size (L x W x H): 344 x 87 x 291 mm o
Tool Weight: 2.3 kg (5.1 Ibs) "?
Magazine Capacity: 147 staples o
Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi) o))
Features: Angled nosepiece for stable operation, magazine -
accommodating multiple specification staples, v ¥
single sequential actuation available, easy depth adjustment, v
quick release nosepiece for jam clearing
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oo MEDIUM GR
2@ JTAPLERS

b .u,e.‘e.-;., = L, sl ot el
Fastener Type : 15 & 16 gauge, 10.6 & 11 2mm crown staples (SENCO 0, SENCO N & HAUBOLD KG)
Fastener Range: E
Length 32-65mm (1-1/4"-2-1/2")
Width x Thickness -1.90 x 1.70mm (.075" x .067") Q
160 x 1.40mm (.063" x .055") N & KG =
Crown 10.6 & 11.2mm (7/16") =
o
Tool Size (Lx W x H): 353 x 106 x 331 mm |.n'
Tool Weight: 2.9 kg (6.4 Ibs) w0
Magazine Capacity: 120 / 147 staples OE e L4 . 18 e . -
Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi) i asienervpe: EauEe. &.omm crown staples
Features: Magazine accommodating multiple specification staples, m Fastener Range:
single sequential actuation available, easy depth adjustment, Length . 12 - 40mm (1/2" - 1-5/8")
uick release nosepiece for jam clearin > ¥ LJ Width x Thickness  1.27x1.05mm (050" x .041") E
a P oriame g Crown 8.6mm (11,/32") £
<
- . o
Magazine Capacity: 100 staples =t
Operating Pressure: 4.8 - 8.3 bar (70 - 120 psi) CEJ
- Tool Weight: 1.6 kg (3.52 |bs) ~
e = > Features: Tool-free depth adjustment, quick release nosepiece for jam —
Fastener Type : 16 gauge, 12.25mm crown staples (BOSTITCH S4) clearing, rear exhaust, slim nose design 4V
Fastener Range: s r—h______ﬁ\ L
Length 25 -50mm (1" -2")
Width x Thickness - 1.60 x 1. 40mm (.063" x .055") =
Crown 12 25mm (1/2")
£
&
Tool Size (Lx W x H): 244 x 87 x 291 mm o
Tool Weight: 2.3 kg (5.1 Ibs) I'?
Magazine Capacity: 147 staples o
Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi) N
Features: Single sequential actuation available, easy depth adjustment, ™ -
quick release nosepiece for jam clearing ) . P
. LJ
¥ Fastener Type : 18 gauge, 8.4mm crown staples .
ES — -
Fastener Range: )
Length 13-25mm (1/2"-1") =
Width x Thickness - 1.25 x 1.00mm {.049" x .039")
\ Crown 8.4mm (11/32") E
) <
= N
Fastener Type : 16 gauge, 10.6 & 11.2mm crown staples (SENCO N & HAUBOLD KG) Tool Size (L x W x H): 230 x 56 x 200 mm 'T'
. Tool Weight: 1.2 kg (2.6 Ibs)
Fastener Range: e i L =]
Length eSS (3/4"- 2" N Magazine Capacity: 100 staples "
en -50mm - - ) ; b
Width x Thickness -1.60 x 1. 40mm (.063" x .055") Operating Pressure: 4.8 - 6.9 bar (70 - 100 psi)
Crown 106 & 11 .2mm (7/16") E Features: 260° adjustable exhaust deflector v v v
£
Tool Size (Lx W x H): 244 x 87 x 291 mm O_
Tool Weight: 2.3 kg (5.1 Ibs) 8
Magazine Capacity: 147 staples !
Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi) O_
Features: Magazine accommodating multiple specification staples, 9
single sequential actuation available, easy depth adjustment,
quick release nosepiece for jam clearing - v u
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Fastener Type : 18 gauge, 5.8mm crown staples

Fastener Range:

Length 12 -40mm (1/2" - 1-5/8")
Width x Thickness -1.25 x 1.00mm (.049" x .039")
Crown 5.8mm (1/4")

Tool Size (LxW x H): 271 x 73 x 244 mm

Tool Weight: 1.7 kg (3.7 Ibs)

Magazine Capacity: 100 staples

Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi)

Features: Contact / Single sequential actuation combination trigger,
anti-double fire mechanism, toolfree depth adjustment,
no-mar rubber pad, dry-fire lockout, rear exhaust, ultra slim nose

Fastener Type : 18 gauge, 5.8mm crown staples

Fastener Range:

Length 12 - 40mm (1/2" - 1-5/8")
Width x Thickness - 1.25 x 1.00mm (.049" x .039")
Crown 58mm (1/4")

Tool Size (Lx W x H): 235 x 52 x 218 mm

Tool Weight: 1.3 kg (2.9 Ibs)

Magazine Capacity: 100 staples

Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi)

Features: Contact / Single sequential actuation combination trigger,
anti-double fire mechanism, tool-free depth adjustment,
no-mar rubber pad, dry-fire lockout, rear exhaust, ultra slim nose

Fastener Type : 18 gauge, 5.8mm crown staples

Fastener Range:

Length 13-25mm (1/2"-1")

Width x Thickness - 1.25 x 1.00mm (.049" x .039")
Crown 58mm (1/4")

Tool Size (Lx W x H): 230 x 56 x 200 mm

Tool Weight: 1.2 kg (2.6 Ibs)

Magazine Capacity: 100 staples

Operating Pressure: 4.8 - 6.9 bar (70 - 100 psi)
Features: 360° adjustable exhaust deflector
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12.0~40.0mm
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12.0~40.0mm
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12.0~25.0mm

le
«{

Fastener Type : 21 gauge, 12 8mm crown staples

Fastener Range:

Length 6-16mm (1/4" - 5/8")
Width x Thickness - 0.95 x 0.65mm (.037" x .026")
Crown 12 8mm (1/2")

Tool Size (L x W x H): 210 x 40 x 140 mm

Tool Weight: 0.9 kg (2.0 Ibs)

Magazine Capacity: 100 staples

Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi)

Features: Sensitive trigger for optimized operation speed,
extended magazine latch for quick re-loading,
quick recycling with low air consumption, rear exhaust,
low-nail indicator window

Fastener Type : 22 gauge, 9. 1mm crown staples

Fastener Range:

Length 6-16mm (1/4" - 5/8")
Width x Thickness - 0.75 x 0.60mm (.030" x .024")
Crown 9.1mm (3/8")

Tool Size (L x W x H): 210 x 40 x 140 mm

Tool Weight: 0.9 kg (2.0 Ibs)

Magazine Capacity: 150 staples

Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi)

Features: Sensitive trigger for optimized operation speed, extended
magazine latch for quick re-loading, quick recycling with

low air consumption, rear exhaust, low-nail indicator window

D Wﬂ to

TYI-T1/16SLN _16mm 22 GAUGE FINE WIRE STAPLER (LON¢

6.0~16.0mm

6.0~16.0mm




16mm 21 GAUGE FINE WIRE STAPLER
TYI-80/16ASDM ADJUSTABLE AUTO/SINGLE FIRE,

DOUBLE LENGTH MAGAZINE

Fastener Type : 21 gauge, 12 8mm crown staples

/

Fastener Range:

Length 6 -16mm (1/4" - 5/8")

Width x Thickness- 0.95 x 0.65mm (.037" x .026")
Crown - 12.8mm (1/2")

Tool Size (L x W x H): 380 x 40 x 140 mm

Tool Weight: 1.2 kg (2.6 Ibs)

Magazine Capacity: 270 staples

*

6.0~16.0mm

16mm 22 GAUGE FINE WIRE STAPLER

2 ADJUSTABLE AUTO/SINGLE FIRE,
TYI-T1/16ASDM DOUBLE LENGTH MAGAZINE

Fastener Type : 22 gauge, 9.1mm crown staples

Tool Size (L x W x H): 380 x 40 x 140 mm
Tool Weight: 1.2 kg (2.6 Ibs)
Magazine Capacity: 400 staples

*

Fastener Range: E
Length - 6-16mm (1/4"-5/8") =]
Width x Thickness- 0.75 x 0.60mm (.030" x .024") [Ts)
Cro_wn - 9._1rr_1|jn_(3g‘8"} T
£
[{e]

l3m3-: 20 GAUGE FlrE WIRE FSTTAPLER
TYI- ADJUSTABLE AUTO/SINGLE FIRE,
1013JASDM DOUBLE LENGTH MAGAZINE

Fastener Type : 20 gauge, 11 2mm crown staples

Tool Size (L x W x H): 380 x 40 x 140 mm
Tool Weight: 1.2 kg (2.6 Ibs)
Magazine Capacity: 220 staples

Fastener Range: E
Length 6-13mm (1/4" - 1/2") g
Width x Thickness - 1.20 x 0.60mm (.047" x .024") -
Crown - 11.2mm (7/16") m
1
<
[Le]

*

4 Operating Pressure: 5.5 - 7.6 bar (80 - 110 psi)

Features: Sensitive trigger for optimized operation speed,
quick switch set for auto / single fire mode,
quick recycling with low air consumption,
adjustable automatic firing speed, rear exhaust,
steel hammer cap, low-nail indicator window,
double length magazine

318
'4]5:

Fastener Type : 20 gauge, 11 2mm crown staples

13mm 20 GAUGE FINE WIRE STAPLER
ADJUSTABLE AUTO/SINGLE FIRE

Fastener Range:

Length 6-13mm (1/4" - 1/2")
Width x Thickness - 1.20 x 0.60mm (.047" x .024")
Crown 11.2mm (7/16")

Tool Size (Lx W x H): 210 x 40 x 140 mm

Tool Weight: 0.9 kg (2.0 Ibs)

Magazine Capacity: 100 staples

Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi) S series
5.5 -7.6 bar (80 - 110 psi) AS series

Features: Sensitive trigger for optimized operation speed,
extended magazine latch for quick re-loading,quick switch set for
auto / single fire mode, quick recycling with low air consumption,
adjustable automatic firing speed, rear exhaust,
steel hammer cap, low-nail indicator window

6.0~13.0mm |
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TYI-416)8 TYI-416JAS T = TYI-80/168 TYI-80/16AS -
16mm 20 GAUGE FINE WIRE STAPLER £ 16mm 21 GAUGE FINE WIRE STAPLER el =
ADJUSTABLE AUTO/SINGLE FIRE g ADJUSTABLE AUTO/SINGLE FIRE g
Fastener Type : 20 gauge, 5.1mm crown staples b Fastener Type : 21 gauge, 12.8mm crown staples | O
Fastener Range: CE) Fastener Range: T
Length 6 -16mm (1/4" - 5/8") e} Length- - 6-16mm (1/4" - 5/8") (=]
Width x Thickness - 1.2 x 0.6mm (.047" x .024") Width x Thickness 10.95 x 0.65mm (037" x .026") | \O.
Crown 5.1mm (7/32") r b Crown - 12 8mm (1/2")

 TYI-71/168 | TVI-71/16AS NN TYI-95/168 | TVI-95/16AS -
16mm 22 GAUGE FINE WIRE STAPLER N 16mm 20 GAUGE FINE WIRE STAPLER €
ADJUSTABLE AUTO/SINGLE FIRE § ADJUSTABLE AUTO/SINGLE FIRE §
Fastener Type : 22 gauge, 9.1mm crown staples ’:g Fastener Type : 20 gauge, 12 6mm crown staples E
Fastener Range: ! Fastener Range: !
Length 6 -16mm (1/4"-5/8") = Length 6 -16mm (1/4"-5/8") g
Width x Thickness - 0.75 x 0.60mm (.030" x .024") o Width x Thickness - 1.27 x 0.53mm (.050" x .021")
Crow_n 9._:Lr'r_| m {3_,{ 8_") C_ro_wn 12 6mm (:L,—’ 2)

TYI-SIK16S TYI-SJIK16AS 3
16mm 22 GAUGE FINE WIRE STAPLER
ADJUSTABLE AUTO/SINGLE FIRE
Fastener Type : 22 gauge, 4 1mm crown staples

Fastener Range:
Length 6 -16mm (1/4" - 5/8")
Width x Thickness- 0.75 x 0.55mm (.030" x .022")

]‘6.0~16.0mm

Crown 4 1Amm (1/6")

D Wﬂ to

Tool Size (Lx W x H): 210 x 40 x 140 mm
Tool Weight: 0.9 kg (2.0 Ibs)
Magazine Capacity: 100 staples
Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi) S series
5.5-7.6 bar (80 - 110 psi) AS series
Features: Sensitive trigger for optimized operation speed,
extended magazine latch for quick re-loading,quick switch set for auto /
single fire mode, quick recycling with low air consumption,
adjustable automatic firing speed, rear exhaust,
steel hammer cap, low-nail indicator window

o N TVI-A11/16S | TVI-ATI/16AS

16mm 20 GAUGE FINE WIRE STAPLER
ADJUSTABLE AUTO/SINGLE FIRE

Fastener Type : 20 gauge, 10 6mm crown staples

Fastener Range:

Length 6 - 16mm (1/4" - 5/8")

Width x Thickness - 1.30 x 0.50mm (.051" x .020")
Crown 10.6mm (7/16")

6.0~16.0m

22
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MANUAL CARTON STAPLER - TYPE A, B, C

Fastener Type :

Tool Size (L x W x H): 380 x 115 x 290 mm
Tool Weight: 2.3 kg (5.1 Ibs)
Magazine Capacity: 100 staples

ND-MG22-35 71vPEA

Fastener Range:

Length———— 18, 22mm (11/16", 7/8")
Width x Thickness—2.3 x 0.9mm (.091" x .035")
Crown ——— 34.7mm (1-3/8") type A

ND-MG22-32 TvPEC

Fastener Range:

Length———— 18, 22mm (11/16", 7/8")
Width x Thickness—1.9 x 0.9mm (.075" x .035")
Crown ——— 32.0mm (1-1/4") type C

ND-MG19-35 T1vPEA

Fastener Range:

Length —-15, 18mm (5/8", 11/16")
Width x Thickness—2.3 x 0.9mm (.091" x .035")
Crown ——— 34.7mm (1-3/8") type A

ND-MG19-34 1veEB

Fastener Range:

Length———— 16, 19mm (5/8", 3/4")
Width x Thickness—2.3 x 0.9mm (.091" x .035")
Crown 324.0mm (1-5/16") type B

ND-MG19-32 r1vrEC

Fastener Range:

Length——— 15, 18mm (5/8", 11/16")
Width x Thickness - 1.9 x 0.9mm (.075" x .035")
Crown ——— 32.0mm (1-1/4") type C
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15,18,22mm

PNEUMATIC CARTON STAPLER - TYPE A, B, C

Fastener Type :
35mm, 34mm, 32mm crown carton staples -type A, B, C

Tool Size (L x W x H): 340 x 150 x 220 mm

Tool Weight: 2.6 kg (5.7 |bs)

Magazine Capacity: 100 staples

Operating Pressure: 4.8 - 6.9 bar (70 - 100 psi)

ND-PG22-35 T1vPEA

Fastener Range:

Length———— 18, 22mm (11/16", 7/8")
Width x Thickness - 2.3 x 0.9mm (.091" x .035")
Crown -34.7mm (1-3/8") type A

ND-PG22-32 TtvyPEC

Fastener Range:

Length—————— 18, 22mm (11/16", 7/8")
Width x Thickness—1.9 x 0.9mm (.075" x .035")
Crown ———32.0mm (1-1/4") type C

ND-PG19-35 T1vPEA

Fastener Range:

Length- -15, 18mm (5/8", 11/16")
Width x Thickness—2.3 x 0.9mm (.091" x .035")
Crown ——— 34.7mm (1-3/8") type A

ND-PG19-34 T1veES

Fastener Range:

Length———— 16, 19mm (5/8", 3/4")
Width x Thickness 2.3 x 0.9mm (.091" x .035")
Crown ————34.0mm (1-5/16") type B

ND-PG19-32 r1vPEC

Fastener Range:

Length- -15, 18mm (5/8", 11/16")
Width x Thickness - 1.9 x 0.9mm (.075" x .035")
Crown ———32.0mm (1-1/4") type C

o, [FADBOS

PNEUMATIC COIL CARTON STAPLER -
TYPEI-GR, I-RR, S, T
Fastener Type : I-GR, I-RR, S, T series coil carton staples

Tool Size (Lx W x H): 2332 x 115 x 230 mm

Tool Weight: 2.4 kg (5.3 Ibs)

Magazine Capacity: 1000 staples

Operating Pressure: 4.8 - 6.9 bar (70 - 100 psi)

ND-RAI22-GR

Fastener Range:

Length———— 18, 22mm (11/16", 7/8")
Width x Thickness - 2.3 x 0.9mm (.091" x .035")
Crown ——— 32.0mm (1-1/4") I-GR series

ND-RAI19-GR

Fastener Range:

Length— 15, 18mm (5/8", 11/16")
Width x Thickness—2.3 x 0.9mm (.091" x .035")
Crown ——— 32.0mm (1-1/4") I-GR series

ND-RAI19-RR

Fastener Range:

Length 15, 18mm (5/8", 11/16")
Width x Thickness—1.9 x 0.9mm (.075" x .035")
Crown 32.0mm (1-1/4") I-RR series

ND-RAS-19

Fastener Range:

Length——— 15, 18mm (5/8", 11/16")
Width x Thickness—1.9 x 0.9mm (075" x .035")
Crown - 34 .0mm (1-5/16") S series

ND-RAT-19

Fastener Range:

Length——— 15, 18mm (5/8", 11/16")
Width x Thickness - 1.9 x 0.9mm (075" x .035")
Crown ———— 32.0mm (1-1/4") T series

.
?

Wﬂ to

PO

I-GR series coil carton staples
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= PLIER
\OTAPLERS

TP-SP88 25mm PLIER STAPLER (SHORT JAW)

Fastener Type : 20 gauge, 13 2mm crown plier staples

Fastener Range:

Length— -12 - 25mm (1/2"-1")
Width x Thickness 1.2 x 0.5mm (.047" x .020")
Crown - -13.2mm (1/2")

Tool Size (Lx W x H): 362 x 72 x 302mm

Tool Weight: 2.1 kg (4.6 |bs)

Magazine Capacity: 200 staples

Operating Pressure: 5.2 - 6.9 bar (75 - 100 psi)

TP-SP88L) 25:»m PLIER STAPLER (LONG JAW)

Fastener Type : 20 gauge, 13.2mm crown plier staples

Fastener Range:
Length——— 12 - 25mm (1/2" - 1")
Width x Thickness—1.2 x 0.5mm (.047" x .020")
Crown - 13.2mm (1/2")

Tool Size (Lx W x H): 362 x 78 x 325mm

Tool Weight: 2.5 kg (5.5 Ibs)

Jaw Depth: 50 mm (2")

Magazine Capacity: 200 staples

Operating Pressure: 5.2 - 6.9 bar (75 - 100 psi)

TP-SP88BJ 25:»m PLIER STAPLER (BLADE JAW)

Fastener Type : 20 gauge, 13 2mm crown plier staples
Fastener Range:

Length———— 12 - 25mm (1/2" - 1")

Width x Thickness—1.2 x 0.5mm (.047" x .020")

Crown - 13.2mm (1/2")

Tool Size (LxW x H): 362 x 78 x 307mm

Tool Weight: 2.5 kg (5.5 Ibs)

Jaw Depth: 145 mm ({5-3/4")

Magazine Capacity: 200 staples

Operating Pressure: 5.2 - 6.9 bar (75 - 100 psi)

12.0~25.0mm

N
>

12.0~25.0mm

l¢
Al

12.0~25.0mm

—~

13.2mm

/,

le

-319 15 GAUGE 3/4" OPEN RING D-RING TOOL

Fastener Type : 15 gauge, D-rings

Fastener Range:

Length- -11.2mm (7/16")

Width x Thickness 2.0 x 1. 4mm (.079" x .055")
Crown — —22.0mm (7/8")

Open Ring Size——19.0mm (3/4™)

Closure Size 6.3-95mm (1/4"-3/8")

Tool Size (L x W x H): 360 x 85 x 265mm

Tool Weight: 1.6 kg (3.5 Ibs)

Magazine Capacity: 100 rings

Operating Pressure: 5.2 - 6.9 bar (75 - 100 psi)

| 22.0mm | .. 2.0mm

TDR-3135B 15 GAUGE 3/4" OPEN RING D-RING TOOL (SHORT MAGAZINE)

Fastener Type : 15 gauge, D-rings

Fastener Range:

Length -11.2mm (7/16")

Width x Thickness—2.0 x 1. 4mm (.079" x .055")
Crown -22.0mm (7/8")

Open Ring Size—19.0mm (3/4™)

Closure Size —6.3-95mm (1/4"-3/8")

Tool Size (L x W x H): 255 x 85 x 265mm

Tool Weight: 1.5 kg (3.2 Ibs)

Magazine Capacity: 50 rings

Operating Pressure: 5.2 - 6.9 bar (75 - 100 psi)

2.0mm
Fog s LTI

95mm,_| i =] | _63mm_
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Fastener Type : 15 gauge, C-rings

Fastener Range:

Length- -12.0mm (1/2")

Shank Dia. -1.8mm (.071")

Crown —— 23.9mm (.941")

Open Ring Size— 192.0mm (3/4")

Closure Size ——4.8-8.7mm (3/16" - 11/32")

Tool Size (L x W x H): 187 x 87 x 374dmm

Tool Weight: 1.5 kg (2.3 Ibs)

Nose Length: 45mm (1-3/4")

Magazine Capacity: 100 rings

Operating Pressure: 6.2 - 7.6 bar (90 - 110 psi)

12.0mm

J

TCR-SGTIC 15 GAUGE 3/4" OPEN RING C-RING TOOL

|

——23.9mp,

)

1.8mm

?

8.7m

Fastener Type : 15 gauge, C-rings

Fastener Range:

Length- -12.0mm (1/2")

Shank Dia. 1.8mm (.071")

Crown —— 23.9mm (.941")

Open Ring Size— 192.0mm (3/4")

Closure Size —— 8.9 - 10.7mm (11/32" - 27/64")

Tool Size (L x W x H): 187 x 87 x 374mm

Tool Weight: 1.5 kg (3.3 Ibs)

Nose Length: 45mm (1-3/4")

Magazine Capacity: 100 rings

Operating Pressure: 5.5 - 6.9 bar (80 - 100 psi)

Fastener Type : 16 gauge, C-rings

Fastener Range:

Length 12.0mm (1/2")

Shank Dia. -1.6mm (.063")

Crown ——— 23.5mm (.925")

Open Ring Size 19.0mm (3/4")

Closure Size ——4.8-8.7mm (3/16" - 11/32")

Tool Size (L x W x H): 187 x 87 x 374mm

Tool Weight: 1.5 kg (3.3 Ibs)

Nose Length: 45mm (1-3/4")

Magazine Capacity: 100 rings

Operating Pressure: 5.5 - 6.9 bar (80 - 100 psi)

12.0mm

J

12.0mm

v,

|

TCR-SG7 15 GAUGE 3/4" OPEN RING C-RING TOOL

——23.9mm,

i

1.8mm

TCR-SG742 16 GAUGE 3/4" OPEN RING C-RING TOOL

[ 23.5mm

1.6mm

g

8.9~
10.7mm

|‘W’|

8.7mm

Fastener Type : 16 gauge, C-rings

Fastener Range:

Length———— 10.4mm (7/16")

Shank Dia. -1.6mm (.063")

Crown - -20.0mm (3/4")

Open Ring Size— 15.0mm (5/8")

Closure Size —— 6.0 - 7.0mm (1/4" - 9/32")

Tool Size (L x W x H): 187 x 87 x 374mm

Tool Weight: 1.5 kg (3.3 Ibs)

Nose Length: 45mm (1-3/4")

Magazine Capacity: 100 rings

Operating Pressure: 5.5 - 6.9 bar (80 - 100 psi)

10.4mm

|

TCR-SG720 16 GAUGE 5/8" OPEN RING C-RING TOOL

—20.0mm,

=

1.6mm

P
6.0~

7.0mm
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TCR-SC760 16 GAUGE 1/2" OPEN RING C-RING TOOL

Fastener Type : 16 gauge, Crings

Fastener Range:

Length 9.0mm (3/8")

Shank Dia. ~1.6mm (.063")

Crown 16.8mm ((661")

Open Ring Size— 12 0mm (1/2")

Closure Size - -3.2-56mm (1/8"-7/32")

_"%“

Tool Size (L x W x H): 187 x 87 x 374mm

Tool Weight: 1.5 kg (3.2 Ibs)

MNose Length: 45mm (1-3/4")

Magazine Capacity: 100 rings

Operating Pressure: 5.5 - 7.9 bar (80 - 115 psi)

_9,0mm

=¥ =

1.6mm 5.6mm

TCR-8SG761 16 GAUGE 1/2" OPEN RING C-RING TOOL

Fastener Type : 16 gauge, Crings

Fastener Range:

Length——— 9.0mm (3/8")
Shank Dia. 1.6mm (.063")
crown ———— 16.8mm (.661")

Open Ring Size— 12 .0mm (1/2")
Closure Size 4.8-56mm (3/16"-7/32")

——168mm_

Tool Size (L x W x H): 187 x 87 x 374mm

Tool Weight: 1.5 kg (3.2 Ibs)

MNose Length: 45mm (1-3/4")

Magazine Capacity: 100 rings

Operating Pressure: 5.5 - 7.9 bar (80 - 115 psi)

9.0mm

|‘W’|

1.6mm 5.6mm

TCR-SGJE 15 GAUGE 3/4" OPEN RING C-RING TOOL

Fastener Type : 15 gauge, C-rings

Fastener Range:

Length- 12.0mm (1/2")
Shank Dia. - -1.8mm (.071")
Crown ———23.9mm (.941")

Open Ring Size—19.0mm (3/4")
Closure Size 8.9-10.7mm (11/32" - 27/64")

Nﬂmm

Tool Size (L x W x H): 187 x 87 x 389mm

Tool Weight: 1.6 kg (3.5 Ibs)

Nose Length: 61mm (2-3/8")

Magazine Capacity: 100 rings

Operating Pressure: 5.5 - 6.9 bar (80 - 100 psi)

12.0mm

QY

1.8mm

"

'

M
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Fastener Range:
Length

Crown

Width

Thickness

Fastener Range:
Length

Crown

Width

Thickness

Tool Size (Lx W x

Fastener Range:
Length

Crown

Width

Thickness

Fastener Range:
Length

Crown

Width

Thickness

Fastener Type : Width 22mm, 8. 5mm crown clips

A7 1mm (11/16™)
8.5mm (11/32")
22.0mm (7/8")
0.8mm (1/32")

Tool Size (L x W x H): 450 x 95 x 200mm

Tool Weight: 2.0 kg (6.6 |bs)

Magazine Capacity: 50 clips

Operating Pressure: 5.2 - 6.9 bar (75 - 100 psi)

Fastener Type : Width 19 - 22mm, 7.9mm crown clips

12.5-15.5mm (1/2"-5/8")
7.9mm (5/16")
19.0-22.0mm (3/4"-7/8")
0.8mm (1/32")

H): 450 x 95 x 200mm

Tool Weight: 2.0 kg (6.6 Ibs)
Magazine Capacity: 50 clips
Operating Pressure: 5.2 - 6.9 bar (75 - 100 psi)

Fastener Type : Width 19 - 22mm, 6. 4mm crown clips

12.7 - 15.5mm (1/2" - 5/8")
&.4mm (1/4™)
19.0-22.0mm (3/4"-7/8")
0.8mm (1,/32")

Tool Size (L x W x H): 450 x 95 x 200mm

Tool Weight: 2.0 kg (6.6 Ibs)

Magazine Capacity: 50 clips

Operating Pressure: 5.2 - 6.9 bar (75 - 100 psi)

Fastener Type : Width 11mm, 7.9mm crown clips

13.23mm (17/32")
79mm (5/16")
11.0mm (7/16")
0.8mm (1/32")

Tool Size (LxW x H): 450 x 95 x 200mm

TRUSTY SOURCES CORP.

Tool Weight: 2.0 kg (6.6 Ibs)
Magazine Capacity: 50 clips
Operating Pressure: 5.2 - 6.9 bar (75 - 100 psi)

‘ 1

20222 0y
* “‘*“
o/

‘%
/ |
] ‘
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/ |
] ‘

12.5~

12.7~

FTB.Bmm |

15.5mm

15.5mm

LIP GLINCHING

7.9mm

6.4mm

-

7.9mm

IR DRILLS &
CREWDRIVERS

Free Speed : 1400 rpm

Sound Level: 91 DbiA)

Tool Length: 185 mm (7-1/4")
Tool Weight: 1.2 kg (2.6 Ibs)

Chuck Size: 1.0 - 10.0 mm (1/25" - 3/8")

Air Consumption: 268.1 I/min @ 6.2 bar (13 cfm @ 90 psi)

Operating Pressure: 6.2 bar (90 psi)

Features: Keyless chuck 10mm (3/8"), built-in muffler, compact pistol grip design for
ergonomics, forward / reverse switch, low vibration

Free Speed : 500 rpm

Sound Level: 91 dB(A)

Tool Length: 215 mm (8-1/2")
Tool Weight: 1.8 kg (4.0 Ibs)

Chuck Size: 1.5-13.0 mm (1/16" - 1/2")
Air Consumption: 368.1 |/min @ 6.2 bar (13 cfm @ 90 psi)
Operating Pressure: 6.2 bar (90 psi)

Features: Keyless chuck 13mm (1/2"), additional handle for stable control, powerful
model with slow rotating motor, built-in muffler, compact pistol grip design
for ergonomics, forward / reverse switch, low vibration

Free Speed : 2100 rpm

Hex. Shank Dia.. 6. 35mm (1/4") Operating Pressure: 6.2 bar (90 psi)
Max. Bolt Capacity: 7.0mm (2/32") Sound Level: 95 dB{A)
Max. Torque: 3 Mm (27 Ib-in) Tool Length: 196 mm (7-23/32")

Air Consumption: 226.5 I/min @ 6.2 bar (8 ¢fm @ 90 psi) | Tool Weight: 1.3 kg (2.9 Ibs)

Features: Safety design of cut-out clutch when set torque is reached, external adjustable
clutch with scale, safety design of push in start control, built-in muffler, compact
pistol grip design for ergonomics, forward / reverse switch, low vibration

Free Speed : 500 rpm

Operating Pressure: 6.2 bar (90 psi)
Sound Level: 91 dB(A)

Tool Length: 215 mm (8-1/2")

Tool Weight: 1.4 kg (3.1 |bs)

Hex. Shank Dia.: 6.35mm (1/4")

Max. Bolt Capacity: 7.0mm (9/32")

Max. Torque: 6 Nm (53 Ib-in)

Air Consumption: 326 I/min @ 6.2 bar (11.5 cfm @ 90 psi)

Features: Safety design of push in start control, built-in muffler, compact pistol grip design
for ergonomics, forward / reverse switch, low vibration

Free Speed : 1300 rpm

Operating Pressure: 6.2 bar (90 psi)
Sound Level: 91 dB(A)

Tool Length: 185 mm (7-1/4")

Tool Weight: 1.2 kg (2.6 Ibs)

Hex. Shank Dia.: 6. 35mm (1/4™)

Max. Bolt Capacity: 7.0mm (9/32")

Max. Torgque: 35 Mm (310 Ib-in)

Air Consumption: 326 |/min @ 6.2 bar (11.5 cfm @ 90 psi)

Features: Safety design of push in start control, built-in muffler, compact pistol grip design
for ergonomics, forward / reverse switch, low vibration




2 2OPECIALTY TOOLS

TYI-AHOO1 PALM NAILER

TYI-FISTIVAH 15mm FRAME ASSEMBLY V-NAILER-TYPE AL
10.8mm N Fastener Type : Bulk nails
T Fastener Range:

£
Fastener Range: E
Length 7,10,12, 15mm (9/32", 3/8", 1/2", 5/8") 3 i Shank Dia. 3.0-42mm (.118" - .165")
Thickness —0.3mm (.012") — Head Size 10.0mm (.394")
Crown 10.8mm (7/16") 1
Height 4.35-4.45mm (.171" - 175") r_C: '/\jE Tool Size (L x W x H): 100 x 82 x 120mm
0.3mm Tool Weight: 1.2 kg (2.6 Ibs)

Fastener Type : V shape, frame assembly nails - type AL

Operating Pressure: 3.4 - 8.3 bar (50 - 120 psi)

=

TYI-1510VUH 15mm FRAME ASSEMBLY V-NAILER-TYPE UNI

Fastener Type : V shape, frame assembly nails - type UNI

Fastener Range:

i DAty PRV ERESIEN| lEy TYI-1625M 25mm 16 GAUGE LONG NOSE MATTRESS STAPLER
322& iOO%TTigg?n)(157 - .181m) § i Fastener Type : 16 gauge, 10mm crown staples
Tool Size (L x W x H): 250 x 58 x 200mm Tk Fastener Range: o 10.0mm
Topl Weleht 1= ke (= 2 1bs) r-C: ' /\j_ b\ﬁgﬁhx Thickness J]:%OQXBTTO(r?Iﬁ (3_6:1‘3 x .055")

0.3mm Crown 10.0mm (3/8")

Magazine Capacity: 300 nails
Operating Pressure: 5.2 - 7.9 bar (75 - 115 psi)
Features: Easy size adjustment, adjustable guide

TYE-515 15m:m PICTURE FRAME POINT DRIVING TOOL

Fastener Type : Picture frame points 5.|On'|1m

Tool Size (L x W x H): 345 x 55 x 970mm

Tool Weight: 2.0 kg (6.6 Ibs)

Magazine Capacity: 100 staples

Operating Pressure: 4.8 - 7.6 bar (70 - 110 psi)
Features: 2 staples per shot

19.0~25.0mm

Fastener Range: £+

Length 15mm (5/8) cE:

Thickness 0.35 & 0.40mm {.014" & .016™) - g
Width 5.0mm (3/16") - CF-15PN 26.4mm CROWN CORRUGATED FASTENING TOOL

Fastener Type : 26 4mm crown corrugated fasteners (PASLODE GC-20)

TYI-4315 15mm PICTURE FRAME POINT DRIVING TOOL Fastfof Hadse: 26.4mm

E
Fastener Type : Picture frame points gﬁngtl?Th'ck = 8,512, 1;5812%"()3/8“, 1/2", 5/8") Ex & j
an ickness—0.5mm (. =}
Fastener Range: 4.3mm Corrugated Height—2.2mm (.087") T
Length 15mm (5/8") [ Crown 26.4mm (1") N
Thickness 0.28mm (.015") e+ M ine C: ity: 180 fastene =]
Wit 4.3mm (1/6% £ agazine Capacity: 180 fasteners o 1 ! 1
o
Tool Size (L x W x H): 240 x 40 x 160mm w

Tool Weight: 0.8 kg (1.8 Ibs)
Magazine Capacity: 200 points
Operating Pressure: 4.1 - 6.9 bar (60 - 100 psi)

CF-158SN 25.4mm CROWN CORRUGATED FASTENING TOOL

Fastener Type : 25.4mm crown corrugated fasteners (SENCO X)

Fastener Range:

Length 9, 12, 15mm (3/8", 1/2", 5/8")
Shank Thickness —0.5mm (.020") 25.4mm
Corrugated Height—2.2mm (.087") £ ‘—’|
= Crown 25.4mm (1") £ Ll
Fastener Type : 18 gauge, brads - 3 Magazine Capacity: 80 fasteners 3 I I
taSt;:e" Range: G (TR RS Tool Size (L x W x H): 300 x 92 x 270mm T
i . Z40mm Slo8) Tool Weight: 2.4 kg (5.3 Ibs) o A Y A | !
Width x Thickness 125 x 1.00mm (049" x .039") g Opersting Pressure: 5.2 - 7.6 bar (76 - 110 pel) o . S
Tool Size (L x W x H): 270 x 56 x 242mm o Features: Magnesium alloy housing, easy size adjustment,
Tool Weight: 1.4 kg (3.1 Ibs) g 360° adjustable exhaust deflector |
Magazine Capacity: 100 nails {
Operating Pressure: 4.1 - 6.9 bar (60 - 100 psi) a
Features: Special fork-shaped safety, adjustable guides and rollers, = -
low-nail indicator window, 260° adjustable exhaust deflector B L

-RMGN-001 34° 60mm REVOLVABLE METAL CONNECTOR NAILER
: Fastener Type : Metal connector nails @8.0mm

_ 10-1/2 GAUGE, 12.8MM CROWN FENCE STAPLER S T————— e

Fastener Type : 10-1/2 gauge, 12.8mm crown fence staples Fastener Range 40, 50, 60mm (1-5/8", 2", 2-3/8") + :-"

12.8mm Shank Dia. 4.0mm (.157")

Fastener Range: Head Size 8.0mm (.315") £

Length 25-40mm (1" - 1-5/8") + i £

Shank Dia-—3.15mm (.124") E Tool Size (Lx W x H): 340 x 82 x 295mm S

Crown 12.8mm (1/27) g Tool Weight: 2.0 kg (4.4 Ibs) P

4 . ) . =]
Tool Size (L x W x H): 353 x 108 x 320mm g Magazine Angle: 34 ) d
Tool Weight: 2.9 kg (6.4 Ibs) 1 Magazine Capacity: 20 nails =
o : : R B .

Magazine Capacity: 52 staples b Operating Pressure: 5.5 - 8.2 bar FBO 120 psi) =1

Operating Pressure: 5.5 - 8.3 bar (80 - 120 psi) LB Features: 360° revolvable magazine y

Features: Easy depth adjustment, dry-fire lockout, quick release x

nosepiece for jam clearing, belt hook
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